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TENEX LINE TAPES
Proven durability, lays down smoothly.  Three varieties of non-slip
surfaces give consistent bounce.  Option of 3” wide baselines 
provides improved play, better visibility.

TENEX LINE TAPES
Proven durability, lays down smoothly.  Three varieties of non-slip
surfaces give consistent bounce.  Option of 3” wide baselines 
provides improved play, better visibility.

Item # Name Surface Width Pre- Pre- Packaged Ship 
Punched Cut Weight

501C Tenex Rough 2” Y N 490’ roll 31 lbs.
Standard

501U* Tenex Rough 2” N N 490’ roll 31 lbs.
Standard

501P Tenex Rough 2” Y Y 4@78’L 31 lbs.
Standard 2@36’L

2@27’L
1@42’L

501A Tenex Rough 2” with Y Y 2”-4@78'L 32 lbs.
Standard 3” base 3”-2@36’L

lines 2”-2@27'L
2”-1@42’L

501B Tenex Rough 3” Y N 440’L roll 31 lbs.
Standard (12baselines)

502C Tenex Raised 2” Y N 490’ roll 31 lbs.
Designer dots

502U* Tenex Raised 2” N N 490’ roll 31 lbs.
Designer dots

502P Tenex Raised 2” Y Y 4@78’L 31 lbs.
Designer dots 2@36’L

2@27’L
1@42’L

503C Tenex Pro Herring 2” Y N 490’ roll 31 lbs.
bone

503U* Tenex Pro Herring 2” N N 490’ roll 31 lbs.
bone

503P Tenex Pro Herring 2” Y Y 4@78’L 31 lbs.
bone 2@36’L

2@27’L
1@42’L

503A Tenex Pro Herring 2” with Y Y 2”-4@78'L 32 lbs.
bone 3” base 3”-2@36’L

lines 2”-2@27'L
2”-1@42’L

503B Tenex Pro Herring 3” Y N 440’L roll 31 lbs.
bone (12baselines)

*For use with nail gun (tape only)
#506
ALUMINUM NAILS
2 1/2” 9 lbs. or 3” 11lbs 
(usually enough for 1 court)

#507
ALUMINUM NAILS
Sold by 25-lb. boxes, 2 1/2” or 3”.
26 lbs.
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#3413 4' TOW SCARIFIER 
Heavy duty scarifier loosens top surface of Har-
Tru courts. Two rows of case hardened nails self
sharpen as they are used to penetrate the sur-
face.  Levered wheels lift unit over line tapes.
Great for indoor courts as well as for sun-baked
surfaces.  206 lbs.

#3415  Replacement Nails
For #3413 Scarifier  52 lbs.

#250
TENNIS COURT DRAG BROOM
7’ broom, complete with double steel handles;
bristles are tough 4” polypropylene fiber.  
18 lbs.
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#3412 #3041

#3041
PROLINE ALL-ALUMINUM 
7’ DRAG BROOM
A 7’ full-length brush.  Crossbar  for added
strength with fence hooks.  Double set of
4” polypropylene bristles.  18 lbs.

#3047 LUTE
All-aluminum dual-purpose court tool.  30"
combination blade, scarifier and lute.  5 lbs.

#3057
LINE SCRUB
Heavy bristles break up caked court materials on
court line. 4 lbs.

#3411
Line Scrub Replacement Brush 2 lbs.

#3409
COURT DEVIL
Tow model Court Devil is designed to agitate
court surface without removing or damaging
existing line tapes.  Helps prevent and break up
mineral deposits, mold, algae and fungus that
may tighten court surface. Scarifies with circular
steel blades mounted on free-turning axles.
48" W, 12" deep.  105 lbs.

#3408
COURT DEVIL JR.
Smaller hand model designed for maintaining
court perimeters and beneath net line. Also
great for loosening localized hard spots.
16" W, 10" H, 24" L.  85 lbs.

#3412
COURT RAKE
Loosens and grooms court surface.  Keeps sur-
face smooth when used regularly.  Built in fence
and net guard.  Can be safely pulled over line
tapes.  39 lbs.

#3033 AUSSIE CLEAN SWEEP
Drag mat-sweeper, 8’ wide.  UV-resistant PVC
for long life.  Good for sand-filled turf as well as
soft court material.  Oversized.  13 lbs. 
(but must be shipped at 30 lb. wt.)

#3053 AUSSIE CLEAN SWEEP 4’
Same as #3033 except 4’ wide. 20 lbs.

#3413

#3409 #250

#3408 #3057 #3047

#3033
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#3454
COURT TAPE NAILING
SYSTEM
Easy to operate, heavy-duty pneu-
matic coil-type nailing machine
reduces tennis court installation
time by 70%.  As the machine is
pushed along a preset boundary
tape, nails are automatically set
every 6 inches along the tape
edge.  Process is then repeated
along other side of tape.  Its
adjustable dual chassis allows the
nail gun to recoil and not affect
the chassis alignment.  Pivoting
rear axle compensates for uneven
court surfaces.  Switch on padded
handle allows for automatic or man-
ual control.  Requires air compressor
with min 5 hp and 8 cfm.  60 lbs.

#3453  2-1/2” Stainless Steel
Nails For #3454 Nailing System
Ring shank.  Box of 3,600.  21 lbs.

#3452  2-1/2” Galvanized Nails
For #3454 Nailing System
Ring shank.  Box of 3,600.  19 lbs.

Under certain conditions 
galvanized nails may cause 
staining on tape. Neither we nor
the manufacturer recommend 
this nail for this reason.

We recommend the stainless steel
nail as best all around for this
application.

#3032
LINE LAYING CABLE
Improve your efficiency when lay-
ing marking tapes. Cables are
designed with the highest quality
components available and are easy
to use. Cables are pre-marked with
all dimensions so that one person
can layout a court with accuracy.
5 lbs.

#3032

#3040
LINE TAPE STRETCHER
Lays tape straight and tight, 
without string or chalk.  3 lbs.

#3040

#3042

#3048

#3059 
TREAD BLASTER 
WASHING SHOE CLEANER
Unique shoe cleaner has high force
concentrating nozzles that shoot
crossing jets of water into shoe
soles using a standard 3/4” garden
hose. Cleans in just 5-10 seconds
and typically uses one quart of
water per cleaning.  

Side towers prevent any significant
overspray that could wet shoes,
clothing or legs.  No electricty
required but needs 30-60 psi 
pressure.  Can be attached to any
solid, level surface using included
mounting plate.  11 lbs.

#3042 LINE MASTER
Mechanical line sweeper with
rotating brush clears line tapes as
speedily as you can walk.  All-alu-
minum construction for rust-free
outdoor use.  Convenient curved
handle, position-locking brush
action and textured brush for firm
action.  10 lbs.

#3048
REPLACEMENT BRUSH
ASSEMBLY
For #3042 Line Master.  3 lbs.

#3576 
COURT MAID SHOE CLEANER
Great for cleaning tennis shoes
and trapping soft court material
within its collection basin. Powder-
coated, all-aluminum frame is
designed to be installed at court
gates and exit points.  Brush unit
lifts off for easy removal of accu-
mulated debris. Hose to clean. 11lbs.

#3060  SCRUSHER COURT
SHOE CLEANER
Simultaneously cleans bottoms and
sides of all types of court shoes.
Strong solid steel frame holds
three terraced bottom brushes 
and two half circle side brushes.
Durable; use indoors or out.
10 lbs.  

#3285  
SCRUSHER PORTABLE 
STEEL BASE 5 lbs. 

#3061 Side Brush for #3060
1 lb.

#3062
Bottom
Brush
for #3060  
1 lb.

#3284
Scrusher
Replacement Brush Kit
Includes 3 nylon bottom brushes
and 2 poly side brushes.  1-1/2 lbs.

#3046  TENNIE TWO-STEP
Shoe cleaner for soft-court players
keeps paths, pro shops and carpets
neater.  Rocking action on panels
forces water through perforations
to clean players’ shoes.  Made of
UV-resistant polyethylene with two
perforated rubber panels.  8 lbs.

#3012  Tennie Two-Step with
Brush Shoe cleaner for soft-court
material with brush. 10 lbs.

#3011 Tennie Two-Step
Replacement Brush
for #3012. 3 lbs.

#3059

#3060 with #3285

#3576 #3046

#3060 



T E N N I S  C O U R T  D I M E N S I O N S

Drawings are illustrative only and we accept no responsibility for their use.

1. Lay out court dimensions, first establishing the center line
between net posts. Locate points  A and B 18'-0" from cen-
ter point C.  (See diagram above)

2. Using A as pivot point, swing arc 39'-0" to establish points
1 and 4.  Also, swing arc 53'- 0 7/8" to establish points 2
and 3. 

3. Using B as pivot point, cross 39'-0" arc at points 2 and 3.  Also,
cross arc 53'-0 7/8" at points 1 and 4.

4. The corners formed by the crossing of arcs at 1, 2, 3  and
4 are the outside corners of the court marking lines.

5. From these points, lay side lines and base lines.  The interi-
or lines can then be laid according to standard tennis court
dimensions. 

6. To assure straight and tight tapes, start by stretching a
mason's line from points 1 to 4; 4 to 3; 3 to 2; then 2 to 1.
The line should be firmly anchored at the corners using tape
line nails.  Three to four nails are required for each end of the
line.

7. At approximately 20'- 0".centers, drive a nail at the outside
of the line, anchoring the line with the nail head.

8. Starting at corner 1, lay out tape to corner 4.  Anchor end
of tape at 1 with eight to ten nails in holes punched in
tapes.  At 4, roll out tape three to four feet beyond corner
and pull tape tight and anchor with nails.

9. After the corners are anchored, place a nail in tape opposite
the line-anchor nail, making sure the tape is almost against,
but not touching line. Align tape to mason’s line and nail at
about 2'-0" centers. Then proceed with nailing at 3" centers
in holes provided in tape.

10. Repeat above procedure until all tapes are in place.  Do not
omit 6" long center tape in baseline.

11. Snapping the chalk line can also be used in lieu of steps 6, 7,
and 8. A mason's line with either blue or white chalk can be
used, holding both ends of the line and snapping from the
center. Do not attempt to snap any single line longer than 
40 feet. In other words, the side lines should be snapped in
two operations. Using the resulting line 1 as a guide, place
the tapes as in Step 9.

H O W  T O  L AY  L I N E  M A R K I N G  T A P E S

SOFT COURT MAINTENANCE
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